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Features 


¢ High quality focusing over the full area of the screen is achieved 
by the inline large-diameter electron gun, dynamic focusing, 
impregnated-type cathode, and an SS-type unified magnetic field 
coil which assures minimal distortion to the beam spot for the 
deflection yoke. 

e LINE A and LINE B in/out terminals for HDTV component signals 
(Y, Ps, PR) or G,B,R signal formats. 

¢ Digital convergence enables much more precise convergence 
adjustment, from the center of the screen to the edges. There’s 
also a 31.5kHz/33.75kHz horizontal frequency twin system 
4-picture (UNDER/NORM) independent memory using frequency 
discrimination to provide automatic switching capability. 


32” diagonal High Definition Color Monitor 
TM-3200HD 


This unit uses a 32” diagonal, 90° deflection, 0.36mm dot 
pitch, 9:16 aspect ratio high-resolution inline picture tube. 

It is also equipped with digital convergence circuitry featuring 
a built-in 31.5kKHz/33.75kHz horizontal frequency (automatic 
switching with frequency discrimination) twin system 4-picture 
(UNDER/NOR\M) independent memory to provide high- 
precision convergence with a variety of systems and pictures. 
The result is an HDTV color monitor with 1125 horizontal 
scanning lines, and 60 fields/second, with interlacing 
capability. Two sets of line inputs/outputs are available for 
Y/PB/PR or G/B/R signals (with 3-value sync signals). External 
sync signal input/output terminals are also provided. 


Dimensions (unit: mm) 


Specifications 
Picture Tube 32” diagonal, 90° deflection, 0.36mm dot pitch a PowerSource —_| AC 100V, 50/60Hz 7 = Sa 
Interlace eect | Power Consumption 3s00w ar es , 
Aspect Ratio 16:9 ; ; Dimensions | 611 (H) x 780(W) x 734(D)mm a” 
Contrast Ratio 50 : 1 (1% black window) - : Weight 100kg 7 
Resolution horizontal: 1000 lines, vertical: 750 lines (at center) _ raga a = 
GBR Video Bandwidth 30MHz | 
Scanning Frequency horizontal: 31.5/33.75kHz 
vertical: 6(0Hz 
Input/Output Signal LINE A, LINE B (BNC) 
component Y: 1.0Vp-p (with 3-value sync), Ps: 0.7Vp-p, Pr: 0.7Vp-p 
impedance: 75 ohm or high (automatic) 
GBR G: 1.0Vp-p (with 3-value sync), B: 0.7Vp-p, R: 0.7Vp-p 
impedance: 75 ohm or high (automatic) 
EXT Sync external sync (BNC) 
HD/SYNC: 0.3 to 6V, negative, VD: 0.3 to 6V, negative 
impedance: 75 ohm or high (automatic) 
Panasonic U.K. Ltd. 
Further inquiries in Europe: 
Panasonic Broadcast Europe 
107-109 Whitby Road, Slough, Berks. SL1 3DR, THE UNITED KINGDOM 
Design and specifications are subject to change without notice. Printed in Japan 


